6G6-G 

POWER AMPLIFIER PENTODE 


THeater Coated Uni potential Cathode 1 

Voltage 

6.3 

a-c or d-c volts 

Current 

0.15 

amp. 

Direct Interelectrode Capac 

itances (Approx. 

):° 

Grid to Plate 

0.5 

ppf 

1 nput 

5.5 

ppf 

Output 

7.0 

ppf 

Maximum Overall Length 


4-1/8" 

Maximum Seated Height 


3-9/16" 

Maximum Diameter 


1-9/16" 

Bulb 


ST-12 

Base 

Small 

Shell Octal 7-Pin 

Pin 1-No Connection Of 


P i n 5-Gr i d 

Pin 2-Heater J 

r> 

Pin 7-Heater 

Pin 3-Plate ^ 


Pin 8-Cathode 

Pin 4-Screen 



Mounting Position BOTTOM VIEWIG-7S) 

Any 

Maximum Ratings Are Design-Center Values 

AMPLIFIER - 

Pentode Connection 

Plate Voltage 


300 max. volts 

Screen Voltage 


300 nr ax. volts 

Plate Dissipation 


2.75 max. watts 

Screen Dissipation 


0.75 max. watt 

D-C Heater-Cathode Potential 

90 max. volts 

Typical Operation and Characteristies — Class A. Amplifier: 

Plate Voltage 

135 

180 volts 

Screen Voltage 

135 

180 volts 

Grid Voltage * 

-6 

-9 volts 

Peak A-F Grid Voltage 

6 

9 volts 

Zero-Sig. Plate Cur. 

11.5 

15 ma. 

Zero-Sig. Screen Cur. 

2 

2.5 ma. 

Plate Resistance 

0.170 

0.175 megohm 

Transconductance 

2100 

2300 pmnos 

Load Resistance 

12000 

10000 ohms 

Total Harmonic Dist. 

7.5 

10 * 

Max.-Sig. Power Output 

0.6 

1.1 watts 

AMPLIFIER - 

Triode Connection 4 

Plate Voltage 


300 max. volts 

Plate Dissipation 


3-5 max. watts 

D-C Heater-Cathode Potentia 

1 

90 max. volts 

Typical Operation and Characteristics — Class A Amplifier;] 

Plate Voltage 


180 volts 

Grid Voltage* 


-12 volts 

Peak A-F Grid Voltage 


12 volts 

Amplification Factor 


9.5 

Plate Resistance 


4750 ohms 

Transconductance 


2000 pmhos 

Plate Current 


11 ma. 

Indicates a change. 

O 

• 

k , *; See next page. 
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